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This brochure summarizes the family of standard USMC
Environmental Control and Power Sources equipment centrally
managed by the Marine Corps Systems Command. Additional

details on all listed equipment are available at the following:

TM 12359A-0OD/B (PCN 180 123590 00)
and
http://www.marcorsyscom.usmc.mil/sites/pmeps



MOBILE ELECTRIC POWER (MEP)

The Marine Corps Systems Command (MCSC) is the USMC fielding agent for the Joint Service
Program for Mobile Electric Power (MEP). MCSC continues to field the family of Tactical Quiet
Generators (TQGs) and will manage legacy systems until they are completely removed from the

fleet.

GENERATOR SET, MEP-531A
2kW, 60Hz, DIESEL ENGINE
B0980 6115-01-435-1565
120 Volts, 1 Phase

No USMC items replaced

GENERATOR SET, MEP-831A
3kW, 60 Hz, DIESEL ENGINE
BO730 6115-01-285-3012
120/240 Volts, 1 Phase
Replaced MEP-016 Series

BATTERY CHARGING APU
3.5 kW, DIESEL ENGINE
28VDC, | phase, 3600 RPM

Supports the LVS / MK48 Power Unit

No USMC items replaced

GENERATOR SET, MEP-802A
5kW, 50/60Hz, DIESEL ENGINE
B0O077 6115-01-274-7387
120/208/240 Volts, 1 and 3 Phase
No USMC items replaced

GENERATOR SET, MEP-803A
10kW, 60Hz, DIESEL ENGINE
B0891 6115-01-275-5061
120/208/240 Volts, 1 and 3 Phase
Replaced MEP-003A

GENERATOR SET, MEP-813A
10kW, 400Hz, DIESEL ENGINE
B0921 6115-01-274-7392
120/208/240 Volts, 1 and 3 Phase
Replaced MEP-112A

GENERATOR SET, MMG 25
20kW, 60Hz, DIESEL ENGINE
B0930 6115-01-531-0571
120/208 Volts, 3 Phase

No USMC items replaced

SYNCHRONIZER BOX, MSB25
20kw, 60Hz

No TAMCN

NSN 6110-01-559-0584
120/208 Volts, 3 Phase

No USMC items replaced

For use with MMG 25 B0930

GENERATOR SET, MEP-805B
30kW, 60Hz, DIESEL ENGINE
B0953 6115-01-461-9335
120/208/240/416 Volts, 3 Phase
Replaced MEP-805A

GENERATOR SET, MEP-805A
30kW, 60Hz, DIESEL ENGINE
B0953 6115-01-274-7389
120/208/240/416 Volts, 3 Phase
Replaced MEP-005A

GENERATOR SET, MEP-815B
30kW, 400Hz, DIESEL ENGINE
B0971 6115-01-462-0290
120/208/240/416 Volts, 3 Phase
Replaced MEP-815A

GENERATOR SET, MEP-815A
30kW, 400Hz, DIESEL ENGINE
B0971 6115-01-274-7394
120/208/240/416 Volts, 3 Phase
Replaced MEP-114A

GENERATOR SET, MEP-816B
60kW, 400Hz, DIESEL ENGINE
B1016 6115-01-462-0292
120/208/240/416 Volts, 3 Phase
Replaced MEP-816A

GENERATOR SET, MEP-816A
60kW, 400Hz, DIESEL ENGINE
B1016 6115-01-274-7395
120/208/240/416 Volts, 3 Phase
Replaced MEP-115A

GENERATOR SET, MEP-806B
60kW, 60Hz, DIESEL ENGINE
B1021 6115-01-462-0291
120/208/240/416 Volts, 3 Phase
Replaced MEP-806A

GENERATOR SET, MEP-806A
60kW, 60Hz, DIESEL ENGINE
B1021 6115-01-274-7390
120/208/240/416 Volts, 3 Phase
Replaced MEP-006A

GENERATOR SET, MEP-807A
100kW, 60Hz, DIESEL ENGINE
B1045 6115-01-296-1463
120/208/240/416 Volts, 3 Phase
Replaced MEP-007A/B/C

GENERATOR SET, MEP-809A
200kW, 60Hz, DIESEL ENGINE
B0O083 6115-01-296-1462
120/208/240/416 Volts, 3 Phase
Replaced MEP-009A



LIGHTING AND DISTRIBUTION EQUIPMENT

The Marine Corps Systems Command (MCSC) supports and fields a number of systems that
provide lighting and electric power distribution across a wide range of capabilities. Legacy MEPDIS
power distribution equipment is being replaced with a more robust, less costly, and more easily
supportable system call MEPDIS-R.

B0028

B0030

B0032

C0200

LIGHT KIT
C3409

MEPDIS-R CABLE SETS

Refer to SL-3-6110 to view Power
Distribution Box (PDB) Cable
Compliment and TM 12359/0D for
MEPDIS-R Power Input and Output
technical characteristics

MEPDIS-R, PDB, OUTDOOR, 5kW
NON -GFCI Protected
6110-01-532-1821

120/208 Volts, 60Hz, 1 and 3 Phase
Replaces B0608 when used in new tents

MEPDIS-R, PDB, 30kW
6110-01-532-1809

120/208 Volts, 60Hz, 1 and 3 Phase
Replaces B0600 30kW MEPDIS Legacy

MEPDIS-R, PDB, 300kW
6110-01-532-1776
120/208 Volts, 60Hz, 1 and 3 Phase
Replaces C0200

POWER DISTRIBUTION SYSTEM,
FIELD FOOD SERVICE SYSTEM
(FFSS) BUS DUCT
6110-01-522-3067
120/208 Volts, 60Hz, 3 Phase

No USMC items replaced

EMI HARDENED, STRINGABLE 2
6230-01-525-0794

Replaces B0608 when used with BO028
or B0027. THIS ITEM IS NOT

MANAGED BY PM-EPS

ELECTRICIAN’S TOOL KITS

MEPDIS-R, PDB, INDOOR, 5kW

GFCI Protected

B0027 6110-01-532-1794

120/208 Volts, 60 Hz, 1 and 3 Phase
Replaces B0608 when used in new tents

MEPDIS-R, PDB, 15kW

B0029 6110-01-532-1764

120/208 Volts, 60Hz, 1 and 3 Phase
Replaces B0595 15kW MEPDIS Legacy

MEPDIS-R, PDB, 100kW

B0031 6110-01-532-1835

120/208 Volts, 60Hz, 1 and 3 Phase
Replaces B0605 100kW MEPDIS Legacy

FLOODLIGHT SET (FLS)

B0640 6230-01-530-8890
120/240 Volts, 60Hz, 1 Phase
llluminates up to 5 acres, 360 degrees
Replaced B0635 (SM-4A3-0)

DUMMY LOAD, GENERATOR SET
100 kW 60/400 Hz

B0579 6150-01-306-2943
120/208/240/416 Volts, 3 Phase
Replaced A578 Load Bank

LOAD BANK, GENERATOR SET
100 kw 50/60/400 Hz

B0579 6150-01-557-1304
120/208/240/416 Volts, 3 Phase
Replaces Legacy Dummy Load

TOOL KIT, LINEMAN'S, TK-1141
B0062 5180-01-550-0145

Organizational level Lineman's basic tool kit for MOS

1141. Replaces B2240
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CLIMBER'S SET, TREE AND POLE, TK-1141/C

B0069 5180-01-550-8373

TOOL KIT, INTERMEDIATE, ELECTRICIAN’S
B7900 5180-01-546-8026

I-level tool kit for MOS 1141.

No USMC items replaced




ENVIRONMENTAL CONTROL EQUIPMENT (ECE)

The Marine Corps Systems Command (MCSC) supports and fields a number of systems that
provide environmental control (heating, ventilation, air conditioning, and dehumidification) across a
wide range of capabilities. Legacy systems are in the process of being replaced with commercial
based systems that will be more robust, more easily supportable, and less costly.

AIR CONDITIONER, 0.75-Ton, 60 Hz
B0074 4120-01-552-5223
110-130 Volts, 1 Phase, 60 Hz
Cooling (BTU/hr) 9,000

Heating (BTU/hr) 4,300

Replaced B0001, BO0O09 (non MPI)

AIR CONDITIONER, 1.5-Ton, 60 Hz
B0003 4120-01-526-1588

208 Volts, 3 Phase, 60 Hz

Cooling (BTU/hr) 18,000

Heating (BTU/hr) 7,000/13,400
Replaced B0002

AIR CONDITIONER, 1.5-Ton, 400 Hz
B0004 4120-01-539-4630

208 Volts, 3 Phase, 400 Hz

Cooling (BTU/hr) 20,800

Heating (BTU/hr) 12,000

No USMC item replaced

AIR CONDITIONER, 3-Ton, 60 Hz
B0014 4120-01-526-2397

208 Volts, 3 Phase, 60 Hz

Cooling (BTU/hr) 36,000

Heating (BTU/hr) 31,000
Replaced B0005, B0012, BO013

AIR CONDITIONER, 3-Ton, 400 Hz
B0006 4120-01-072-6388

208 Volts, 3 Phase, 400 Hz

Cooling (BTU/hr) 37,800

Heating (BTU/hr) 28,600

No USMC item replaced

AIR CONDITIONER, 5-Ton, 60 Hz
B0008 4120-01-526-1060

208 Volts, 3 Phase, 60 Hz

Cooling (BTU/hr) 60,000

Heating (BTU/hr) 37.000
Replaced B0007, BO011
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AIR CONDITIONER, 10-Ton, 60 Hz
B0010 4120-01-526-1120

208 Volts, 3 Phase, 60 Hz

Cooling (BTU/hr) 120,000

Heating (BTU/hr) 47,000

No USMC item replaced

INTEGRATED TRAILER-ECU-GEN
(ITEG)

B0018 2330-01-556-9648

208 Volts, 3 Phase, 60 Hz

Cooling (BTU/hr) 120,000

Heating (BTU/hr) 47,000

No USMC items replaced

REFRIGERATION UNIT, ENHANCED
B1645 4110-01-468-9792

208 Volts, 3 Phase, 50/60 Hz

Cooling (BTU/hr) 4,500

Heating (BTU/hr) N/A

No USMC items replaced

REFRIGERATOR, RIGID BOX
B1710 4110-01-107-9078
350 Cubic Feet

No USMC item replaced

LARGE FIELD REFRIGERATOR
SYSTEM (LFRS)

B0049  4130-01-562-9914
180/250/360/500 Volts 3 Phase, 50/60
Cooling (BTU/hr) 35,000

Replaces B1645 and B1710

SMALL FIELD REFRIGERATOR
SYSTEM (SFRS)

B0O075  4130-01-565-7655
Planned cooling (BTU/hr) 5,000
Planned fielding 3D QTR FY-09

COOLING AND REFRIGERATION EXPEDITIONARY KIT (CREK)
B0061, 4120-01-558-5664, Used to maintain and repair the Family of ECU’s. Replaces B2280,
B2290 and B1713.




ALTERNATIVE POWER SOURCES FOR

COMMUNICATIONS EQUIPMENT (APSCE)

The family of advanced and alternative power source devices provides portable electric power to
energize communications equipment, computers, and other electronic peripheral equipment in
mobile, tactical or remote environments.

RUGGEDIZED POWER SUPPLY (RPS)
PP-8474/G, (18 - 30VDC)

A7705  6130-01-475-4999

Input 103.5 - 126.5VAC, 47 - 63 Hz
Output 18 - 30VDC, 0 - 60 Amp

BENCHTOP POWER SUPPLY
PP-8436/P (40VDC)

A7706  6130-21-911-6149
Input 85 - 250VAC, 47 - 63 Hz
Output 0 - 40VDC, 0 - 25 Amp

BENCHTOP POWER SUPPLY
PP-8436/P (40VDC)

A7706 6130-01-531-9927
Input 85 - 250VAC, 47 - 63 Hz
Output 0 - 40VDC, 0 - 25 Amp

POWER INVERTER SYSTEM, DC TO
AC POWER (QP-1800)

H0004 6130-01-552-6350

Input 20 - 32VDC

Output 115VAC, 60 Hz, 1800W

400 AMP RETROFIT KIT FOR HMMWVs
TAMCN / NSN TBD

Provides 400 Amp alternator

Output 24-28VDC

POWER INVERTER OUTBACK
H0012 6130-01-580-7034
AC to DC or DC to AC Inverter
Input 80 -150VAC or 21-34VDC
Output 120VAC, 60 Hz or 24VDC

CARGO CONTAINERS

SINGLE SINCGARS

POWER ADAPTER (SSPA)
H7710 6130-01-465-2867
Input 85 - 264VAC, 47 - 440 Hz
Output 12VDC

MULTI-SINCGARS

POWER ADAPTER, (MSPA)
H7715 6130-01-458-4041

Input 110VAC, 40 - 70 Hz or 12VDC
Output 13.5VDC

24 VOLT MULTI-RADIO
POWER ADAPTER TOWER
H7715 5935-01-578-7684
Input 110 - 220VAC, 40-70 Hz or
24VDC

Output 12/24VDC

POWER ADAPTER, 24V, MRC-93
H7706 6130-01-520-8178
Input 11 - 36VDC or

95 - 270VAC, 47 - 440 Hz
Output 24VDC

SOLAR PORTABLE ALTERNATIVE
COMMUNICATIONS ENERGY
SYSTEM (SPACES)

H0011 5895-01-581-9408
Multiple Inputs (AC, DC, Solar)
Output 12/24VDC

FAMILY OF HAND HELD RADIO
POWER ADAPTERS

PRC-153 HH-RPA (Pictured)
PRC-148  5940-01-578-7523
PRC-152 NSN TBD

PRC-153 NSN TBD

PALLET CONTAINER (PALCON)
C4431 8115-01-371-3690

RS L

Max weight 1200 Ibs.

QUADRUPLE CONTAINER (QUADCON)
C4433 8145-01-556-1313
8115-01-474-7089

W
— 4

Max weight 11,200 Ibs.

JOINT MODULAR INTERMODAL
CONTAINER (JMIC) C0077
8145-01-564-5795 P/N 7516510-T TAN
8145-01-564-5802 P/N 7516510-G GREEN
8145-01-551-5311 P/N 7516510  sILVER

Note: Silver is unpainted

Max weight 3,000 Ibs.




BATTERY MANAGEMENT AND
SUSTAINMENT SYSTEMS (BMASS)

Battery Management and Sustainment Systems are a suite of devices that will charge, discharge,
condition, and analyze batteries used in communications equipment, computers, electronic devices,
vehicles, and weapon systems that use either, or both, rechargeable and non-rechargeable batteries.

SUITCASE PORTABLE CHARGER (SPC)
PP-8498/U
A0012 6130-01-495-2839
Input 90 - 260VAC, 47 - 420 Hz or
22 -28VDC
Charges multiple types of COMM batteries

BATTERY CHARGER/ANALYZER (CASP)
PP-8333/U

A7700 6130-01-341-2073

Input 90 — 135 or 180- 265VAC, 47-63 Hz
Charges multiple types of COMM batteries
Replaced by A0012

VEHICLE MOUNTED CHARGER (VMC)
PP-8481B/U
H6002 6130-01-527-2726
Input 90 - 260VAC, 47 - 420 Hz or
22 - 28VDC
Charges multiple types of COMM batteries

VEHICLE MOUNTED BATTERY
CHARGER (VMBC)

A0328 6130-01-581-9480

Input 22 - 33VDC

Charges multiple types of COMM batteries

BATTERY HEALTH INDICATOR
SDD1 PP-8496A/U

TAMCN N/A 6130-01-494-4133
Displays BB-390B/U and BB-2590/U
battery health status

SELF-DISCHARGE CAP

PP-8496/U

TAMCN N/A 6130-01-494-4133

Used to condition/check BB-390B/U
batteries and to check BB-2590/U batteries

VEHICLE BATTERY CHARGER PULSE
CHARGER WORLD VERSION PLUS
K0001 6130-01-477-4703

Input 100 - 125/200 - 250 VAC, 50 - 60 Hz
Output 12VDC, 20 Amp

VEHICLE BATTERY CHARGER PRO-HD
K0003  6130-01-500-3401

Input 108 - 132VAC, 40 - 70 Hz

Output 12 or 24VDC, 40 Amp

BATTERY ANALYZER, VEHICLE, 490PT
K0002 6130-01-510-9594

Range 0.9 - 30VDC

Used to analyze 6 and 12-Volt vehicle
batteries

PULSE SOLAR BATTERY CHARGER
(PSC) 24VDC W/PTT

TAMCN N/A 6130-01-497-0964
Output 28VDC, 200mA, 22-28 KHZ
For HMMWYV installation

PULSE SOLAR BATTERY CHARGER
(PSC) 24VDC

TAMCN N/A 6130-01-487-0035
Output 28VDC, 200mA, 22-28 KHZ
For 24VDC generator installation

PULSE SOLAR BATTERY CHARGER

A (PSC) 12vDC
" ' TAMCN N/A  6130-01-546-8432
Output 17.4VDC, 155mA, 22-28 KHZ
GHIIEELTD For 12VDC generator installation

VISIT THE PM EPS WEB SITE

www.marcorsyscom.usmc.mil/sites/pmeps m

or send inquiries to
pm_eps@nmci.usme.mil
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